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Prior to programming, the red wire
must be disconnected from battery

source.

Slide switch to On position
and apply 12 volts to red wire.

'Pulse' trigger wire
the number of times according

to the version chart.

Did the LED flash
each time you 'Pulse'

the Brown wire?

No

When you reach the number
of pulses, wait 3 seconds. The
LED will flash back the version

number you chose.

Did the LED flash the
correct version number?

Yes

No

Is there a Feature in the
Feature Select column

of chart?

'Pulse' trigger wire to select
a feature -OR- number of pulses
to trigger an event for each wire.
The LED will flash the feature

selected.

Yes

'Pulse' trigger wire
to start the timer count.

The LED will flash rapidly
1 time.

Done programming
each column with an * ?

No Yes

No

Yes

Do you need a timer
for more than 59 seconds?

No

YesWithin 3 seconds, 'Pulse' trigger wire
for the number of minutes needed.

The LED will flash the amount selected.

Did the LED flash the
correct number of times?

No The LED will flash
rapidly 2 times.

Yes

Do you need to program
a number in the tens place?

The LED will flash
rapidly 3 times.

Within 3 seconds, 'Pulse' trigger wire
for the number of seconds needed

in the tens place. The LED will flash
the amount selected.

Did the LED flash the
correct number of times?

No Yes

Yes

No

Go to Start

Go to Start

Go to Start

Within 3 seconds, 'Pulse' trigger wire
for the number of seconds needed
in ones place. The LED will flash

the amount selected.

Do you need to program
a number in the ones place?

Yes

No

Did the LED flash the
correct number of times?

Go to Start

No

Yes

Is there an 'T' in
the timer column?

Yes

Finished all timer
column's with an *?

The LED will flash rapidly
for 3 seconds. Slide switch

to Off position.

Yes

No

End

No
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The LED will rapidly flash 4 times.


